HALCO PRODUCTS COMPANY

100 N. Gordon Street - Elk Grove Village, IL 60007-1193

Tel: 847-956-1600 - Fax: 847-956-0595
E-Mail: Info@Halco-Products.com
Website: www.Halco-Products.com

HALCO
PRODUCT
INFORMATION

600.1000

Aluminum Housing & Door Frame
Door Finished White Powder Paint

80% Efficiency

Hinge Gasketed Door
Grid or Flange Mounting

Fits 1” or 1¥%%" Grid

Many Bulb & Ballast Options
Light Weight Aluminum 16lbs vs.

42 for Steel

SPECIFICATIONS:

CONSTRUCTION — Housing and end sections to be die
formed sealed .040 aluminum. All holes are closét sili-
cone gasketing. Door frame to be aluminum assenibled
gether and powder painted polyester white (optitmalers
available).

ELECTRICAL —All electrical components to be Underwrit-
ers Laboratories listed. Ballasts to be HPF, CBMs€E€P for
120 volt operation unless otherwise specified. &a# and
lampholders to be replaceable without removingufixtfrom
ceiling.

FINISH —AIl metal parts to be chemically treated withuatr
resistant phosphatized solution. Finish coat-rigediecting
surfaces to be white, non-modified acrylic enarakctro-
statically applied and cured at 300°F for 30 miaubdini-
mum reflectance factor to be 88%.

ORDERING DATA:

PUNCHING DETAIL

/ (2) 7/8" K.0. IN ACCESS PLATE
i

‘;4@ifﬂ_ s
!_I |

{2) 7/B7 K.0. 1N ACCESS PLATE
"

End View

4 3/8°

I—— n s/8" J

_1,.- {2) 7/8" K.O. IN ACCESS PLATE

F'H ;

23 5/8° -

L

I =
ks % e

I[—u) T/B' KO, N ACCESS PLATE
'

=
o

i
L]

K5-142 1'x4
K5-222 2'x2’
K5-242 x4’
K5-243 2'x4’
K5-244 2'x4’'

Pattern #12 Acrylic
Pattern #12 Acrylic
Pattern #12 Acrylic
Pattern #12 Acrylic
Pattern #12 Acrylic

2-F32
2-40W'U’'AS
2-F32
3-F32
4-F32

12
14
16
16
16

Page 1 of 2



K5-244-2GPAX-440-HL-CR LAMP TYPE: F40T1 2/CW

OPTIONS QUICK CALCULATOR

277 _V0|tage FOR 100 FOOT CANDLES—10 FT. CEILINGS
ESB —Energy Savings Ballast

80

CW —0° Temperature Operation " ANEEPRE
D —Dimming Ballast 0 - 8EEh
RIF-1—Radio Interference Suppressor 7] o | |‘;‘§§
F —GLR Fusing 50 gaaR¥
SBF —GLF Fusing P P 133325
125 —Pattern 12 .125 Nominal Thick Lens A L 1 8
156 —Pattern 19 .156 Nominal Thick Lens ® T s

3

2EB - Two Electric Ballasts
BOE - Battery Operated Emergency
CR — Clean Room Design
Example: K5-244CR-ESB
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NO. OF LUMINARIES REQUIRED FOR 100 FOOT CANDLES

HALCO PRODUCTS COMPANY
100 North Gordon Street

Elk Grove Vi||age, lllinois 60007-1193 In line with our policy of continual product improvement, HALCO reserves the right
to incorporate and use equipment and material to conform with the latest design of
(847) 956-1600 Fax (847) 956-0595 its products, and in keeping with the specifications of this equipment.
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