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Features

Tear drop minimizes air flow
turbulence

Mounts conveniently on a 1¥2” tee bar
Milk white acrylic lens with internal

linear prisms conceals lamp image.
*Optional Clear or amber acrylic lens

Lens is easily removed for mainte-
nance on ballast and lamps.

SPECIFICATIONS: PUNCHING DETAIL

CONSTRUCTION—Fixture housing, lamp holder brackets R(Z) 7/32° MTG. HOLES /—(2) R 0
and channel cover to be of 20 gauge cold rolleel stéh Y 1 7

powder coat finish. Full length acrylic diffusertivinternal i 3 7 87 €
linear prisms snaps into housing without the uswols and 2125 - - _ L5 sae
is secured by aluminum end plates. Stainless atekformed

: ! — 3.750 — — 27 — 3.750 —
aluminum end caps also available. ‘]
ELECTRICAL DEVICES —All electrical components to be

Underwriters Laboratories listed. Ballasts to kassl“P” UL

listed. Optional ballasts and lamps available. _ ’ 4
FINISH —AIll metal parts to be chemically treated with atru -&\”M
resistant phosphatized solution. Finish coatingetiécting L
surfaces to be white powder coated, electrostatiagblied. 6"
Minimum reflectance factor to be 88%. =
LENS—Diffuser to be of milk white acrylic with internéih-

ear prisms.

ORDERING DATA:

CATALOG NUMBER LAMPS BALLAST LENGTH WEIGHT
HCRTD-120T-H 1-20WT8 Trigger-HPF 24” 6
HCRTD-130R-H 1-30 WT8 Rapid-HPF 36" 8
HCRTD-140R-H 1-40 WT8 Rapid-HPF 48" 9

HCRTD-120T-H/130R-H 1-20W1-30W-T8 Trigger/Rapid-HPF 60" 14
HCRTD-160R* 2-30W T8 Rapid-HPF 72" 16
HCRTD-180R* 2-40W T8 Rapid-HPF 96” 18

Tandem Units (Note—72” and 96" housing also available in split tandem units)
Stainless Steel Housing Available. Consult Factory.
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ENGINEERING DATA:

HRTD-140R-H LAMP TYPE: F40T12/CW
LUMENS 3150. NBR. LAMPS: 1
CANDLEPOWER SUMMARY

ANGLE PARL 45 NORM
0 159 159 159
5 160 162 163
15 155 178 196
25 144 199 234 e
35 127 217 270 Do
45 105 230 301 " FOR CONTINUOUS
55 80 238 324 N RUN APPLICATIONS
65 52 240 339 60'Deg.
75 25 236 342 1
85 4 225 334 30 Deg.
90 0 217 326
95 0 207 315
105 0 185 284
115 0 158 246
125 0 129 203
135 0 99 158
145 0 68 113
155 0 39 69
165 0 15 29
175 1 0 1
180 0 0 0
ZONAL CAVITY COEFFICIENTS OF UTILIZATION ST (1) PER
EFFECTIVE FLOOR CAVITY REFLECTANCE = 0.20 CONNECTION PONT
CEILING .80 .70 50 .30 !
;V(?F!‘.L 70 50 .30 .10 70 .50 .30 .10 50 .30 .10 50 .30 .10 ?;m 1 FasTon
1 64 59 56 52 59 55 52 49 48 46 43 41 .39 .38 Lo v/-m’mn-m
2 56 50 44 40 52 40 42 37 40 .36 .33 .34 31 .29 1. Join fixtures together 4 PONT.
EEEEEEETIEE R R | Y
5 42 33 26 21 39 30 24 20 26 21 18 22 18 .15 €: Place;connactor band v
6 38 .29 22 18 35 27 21 17 23 .18 .15 .20 .16 .13 over two units align-
S EEEEEEEE R L
9 B0 21 15 41 27 19 44 40 A7 42 .9 14 10 .8 3. Insert dart fasteners
10 28 19 13 10 2% 47 42 .¢ 15 41 .8 43 .9 .7 thru hole—press to
lock.
HRTD-140R-H
HRTD-140R-H-ESB
HALCO PRODUCTS COMPANY
100 North Gordon Street
Elk Grove V|||age lllinois 60007-1193 In line with our policy of continual product improvement, HALCO reserves the right
? to incorporate and use equipment and material to conform with the latest design of
(847) 956-1600 Fax (847) 956-0595 its products, and in keeping with the specifications of this equipment.
E-Mail: Info@Halco-Products.com
Website: www.Halco-Products.com
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